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10W
Cylinder Wall Sconce

The MCYLUD Series Up & Down Cylinder Wall Sconce features a modern
architectural design with dual light emission from both top and bottom. The
fixture delivers balanced wall washing effects, enhancing building facades and
interior spaces with elegant lighting layers. Available in black and white finishes, it
is ideal for entryways, corridors, patios, hallways, and commercial building

exteriors.

Key Features — Bath Light

et i
e Up & down lighting design for architectural wall effects /
10W
e Total 20W output (10W upward + 10W downward)
e 12" cylindrical modern design
e Available in black and white finishes Cylinder Wall Sconce
¢ 3000K warm white illumination Color Temp. 3000K
e TRIAC dimming compatible (120V)
Wattage 20W
e CRI 80+ for natural color rendering
Lumens 1400LM
e, Voltage 120V
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MCYLUD Series A
12" Cylinder Wall Sconce (Black/White) MWLIGHTING

Technical Summary

MCYLUD20WBK-30K 12" Cylinder Black 20W 1400LM 3000K 120V 80+ TRIAC
MCYLUD20WWH-30K 12" Cylinder White 20W 1400LM 3000K 120V 80+ TRIAC
Construction Driver
e Durable aluminum housing for indoor and outdoor use o Integrated high-efficiency LED driver
e Powder-coated black or white finish for corrosion resistance e 120V input voltage
o Sleek cylindrical design for modern architectural aesthetics o Supports TRIAC dimming for smooth brightness control
e Optimized structure for dual-direction light output e Stable and flicker-free performance
Optics
« 3000K fixed warm white color temperature Mount
e CRI 80+ for consistent and natural color rendering e Wall-mounted installation on standard junction box
e Separate optical design for up and down light distribution ¢ Quick-install bracket system for secure mounting
o Frosted diffuser for smooth, glare-free illumination e Suitable for vertical wall installation
e Balanced wall washing effect for architectural enhancement o Ideal for residential and commercial exterior/interior walls
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Maxmum Candela = 41247 82 Located Al Horizontal Angle = 280, Vertical Angle = 83
# 1 - Vertical Plane Through Horizontal Angles (290 - 110) (Through Max. Cd )

#2 - Vertical Plane Through Horizontal Angles (0 - 180)

# 3 - Horizontal Cone Though Vertical Angle (83) (Through Max. Cd.)
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12" Cylinder Wall Sconce (Black/White)
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Item Number Description
MCYLUD20WBK-30K 12" Cylinder Black
MCYLUD20WWH-30K 12" Cylinder White
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